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Section 9
Resilient Flooring
Rubber Tile/Sheet/Treads

1. Product Nomenclature
Repel ™ Oil and Grease Resistant Rubber Flooring

2. Company Information

Flexco Corporation

1401 East 6" Street

P.O. Box 553

Tuscumbia, AL, USA 35674

Telephone: (256) 383-7474; (800) 633-3151 Facsimile: (256) 381-0322; (800) 346-9075 Internet:
www.flexcofloors.com

Sweet’s Catalog: 09650/FLE; Buyline 0254; www.sweets.com

3. Product Description

3.1Basic Application

Flexco® Repel™ il and Grease Resistant Rubber Flooring is designed for use in high traffic areas due to its rugged
durability and safe footing. The innovative Repel™ formulation repels topical oil and grease. The new Repel™
formulation is available in Flexco® Radial® Tile, Radial II® Tile, Square® Tile, SpexTones™ Rubber Tile,
Retro Rubber Blends® Tile and Sheet, Diamond Rubber Tile, and Rubber Stair Treads. Repel™ has a ten (10)
year Limited Wear Warranty. The decorative versatility of these classic rubber products allows them to be used
separately or in combination to offer limitless design possibilities. The extra resilient pure virgin synthetic rubber
composition provides a quiet and extremely comfortable walking surface that reduces leg fatigue. Repel™ has
excellent resistance to abrasion, impact, scuffs, gouging, cigarette burns, and most chemicals. Although rugged and
durable, it is flexible for fast and economical installations. A lower maintenance cost is a benefit due to its self-
waxing ability during dry buffing, which requires no waxing or stripping. Repel™ rubber products have lower out-
gassing than most vinyl or linoleum flooring. Repel™ is ideal for use in oil change centers, automotive repair
garages, machine shops, cafeterias, butcher shops, bakeries, commercial kitchens, showrooms, air terminals, bus
terminals, train terminals, shipboard interiors, athletic facilities, elevators, prison facilities, retail stores, and
schools. To complement the variety of styles, coordinating wall base, stair treads, risers, stringers, and accessories
are available. Custom color matching is available. Rubber heat weld beads are available for the 1/8” thick 36” x
36” Retro Rubber Blends® Smooth Repel™ Tile.

3.2 Product Construction

Flexco® Repel™ is a solid, homogeneous, non-conductive rubber tile manufactured using first quality, virgin
polymers and raw materials. Special waxes are used to migrate to the surface to maintain a pleasing surface luster.
Its high rubber content provides excellent abrasion resistance, chemical resistance, impact resistance, tear strength,
and resiliency. The dense tough compound reduces the marring and scratching one would find in some solid
color flooring. Being homogeneous, these resilient, monolithic, rubber tile products are uniform with respect to
color, pattern effect, and composition, throughout the thickness of the tile.

3.3 Product Types
The Repel™ formula is available in all Flexco® rubber tile, sheet, and tread products



4. Technical Data
Refer to the Technical Data for the specific product desired.

5. Product Limitations/Precautions

Flexco® Repel™ rubber products must be installed using Flexco® 77 Solvent Free Epoxy Flooring Adhesive. The
product must be installed in accordance with Flexco® ’s recommendations in order for the product warranty to
be in effect. Rubber flooring may be stained if it is allowed to remain in contact with rubber products that may
contain staining ingredients such as tires, casters, and walk-off mats. Any disinfectant, cleaning agent, detergent,
pesticide, solvent, or other chemical (solid, liquid, or gas), that may come in contact with the Repel™ rubber prod-
ucts must be tested on samples prior to installation to ensure they will not produce permanent discoloration, dete-
rioration, and/or damage. Contact Flexco® Customer Service for a stain resistance chart and for assistance in
conducting stain testing. Contact with hot oils, greases, animal fats, and/or other hot substances will cause surface
dulling. Fading can occur from extensive exposure to direct or glass-filtered sunlight, or unfiltered ultra-violet
rays. Oils, greases, animal fats, and/or other type substances in contact with the flooring will inhibit the slip resis-
tance of the flooring. The flooring is not to come in contact with direct heat, such as radiators, hot ovens, or other
heated equipment. Repel™ rubber products should not be used in areas that would be subjected to sharp spikes,
cleats, sharp wheels, or other objects that could penetrate the flooring. DO NOT drag or move objects across the
flooring or drop objects onto the flooring that may cause damage to the flooring. Ensure the proper product is used
for the service application with regard to the type and amount of traffic. Caution: If a Repel product is selected
with a raised design, for a commercial kitchen application where repetitive turning and shifting/sliding of
feet occur (in front of a fryer, oven, grill, cash register etc...), the design could prematurely wear down.
This does not indicate the Repel product is being harmed by the exposure to oils and animal fats. It is very
important in commercial kitchen applications that the floor be cleaned daily to remove any oil or grease
build up on the flooring. Color shade may vary from sample or photographs. Color selections must be made
from actual samples as exact matching of color or shade may vary. In marbleized products, the appearance and
the degree of mottling will vary. Flexco® Repel™ products are for indoor use only with temperatures maintained
from 55° F to 95° F. DO NOT install the flooring if the quality is questionable. Follow all local, state, and federal
safety standards and practices.

6. Installation

6.1 General Preparation and Conditioning

Read the literature concerning the product description, product limitations, product installation, adhesive infor-
mation, product maintenance, and warranty before installing the product. All materials are to be delivered to the
installation location in its original packaging with labels intact. Store products in a dry area protected from the
weather on a smooth, flat, dry surface with temperatures maintained between 650 F and 850 F. DO NOT stack
pallets. Remove all plastic wrapping and strapping from the pallets in the installation area at least 48 hours prior to
installation. For proper acclimatization, remove the product from the cartons and stack evenly on a smooth dry
surface with each stack no more than 18” high. When stacking tiles prior to and during installation, place the tiles
face-to-face and sanded back-to sanded back to prevent the sanded back of the tiles from becoming contaminated and
to protect the face from damage. The installation area, tile, and adhesive are to be maintained between 650 F and
850 F for at least 48 hours before installation, during installation, and 48 hours after the installation. Maintain
room temperatures between 550 F and 950 F thereafter. Notice: Tile should be loose laid in the room or area prior
to spreading of adhesive to determine the proper layout to ensure the best overall appearance. Inspect all material
for proper type and color. Conduct the proper moisture emission and pH testing on the substrate. Proceed with
the installation only when the conditions are proper and correct. A bond test using Flexco® 77 Solvent Free Ep-
oxy Flooring Adhesive throughout the area approximately 50 feet apart should be performed at least one week prior
to the scheduled installation to ensure the surface is suitable. After 72 hours, there should be an unusual amount of
force to lift tile from the substrate with adhesive bonding to the tile and the substrate. Close the area to traffic during
flooring installation. Install tiles and accessories after other finishing operations, including painting, have been com-
pleted. If the back of the tile becomes soiled prior to installation, clean with a soft cloth dampened with a mild soap
and water solution, rinse, let dry. Tile may be installed over radiant heated floors, provided the surface temperature
is maintained between 650 F and 850 F. Warning: Follow all local, state, and federal standards and practices for the
proper removal and disposal of flooring, adhesives, or other materials and all respective safety standards in the use of
all products and equipment.



6.2 Adhesive Information

6.2.1 Flexco® 77 Solvent Free Epoxy Flooring Adhesive

Flexco® 77 Solvent Free Epoxy Adhesive is a solvent free, non-flammable, high performance epoxy adhesive
that is used for indoor installations over porous and non-porous substrates on grade, below grade, or above grade.
When used on non-porous substrates, the adhesive must be allowed to “flash off’, but not allowed to cure. Spread
coverage using the 1/16” x 1/16” x 1/16” square notch trowel is approximately 125 square feet on a smooth sub-
strate. Spread coverage using the 1/16” x 1/16” x 1/16” flat “V” notch trowel is approximately 150 square feet on a
smooth substrate. Spread coverage using the 1/32” x 1/16” x 1/32 square notch trowel is approximately 175 square
feet on a smooth substrate. Coverage will vary according to the type of surface, surface texture, spreading angle,
and adhesive temperature. Adhesive is available in 1-quart and 1-gallon plastic pails. Shelf life is one year @ 700
F in an unopened container. Although the epoxy components are non-freezing, the adhesive must be allowed to sta-
bilize to ambient temperature before mixing. Any adhesive on the surface of the tiles or surrounding area must be
removed immediately with a clean cloth dampened with warm soapy water or denatured alcohol. DO NOT allow
the adhesive to cure on the surface of the tile. A bond failure will occur if the adhesive is not properly mixed. La-
bel information is in English and Spanish. Read all of the product and safety information concerning the adhesive
and any other chemicals or cleaning agents prior to installation.

6.4 Adhesive Application and Product Installation
6.4.1 Repel™ Installation using Flexco® 77 Solvent Free Epoxy Flooring Adhesive
Refer to the Flexco® Product Data sheet of the specific product to be installed for detailed product limitations, instal-

lation, and maintenance instructions. Read all the literature before proceeding. Follow the installation instructions
using the Flexco® 77 Solvent Free Epoxy.

7. Product Maintenance

Refer to the Flexco® Product Data sheet of the product to be installed for detailed product limitations, installa-
tion, and maintenance instructions. Read all the literature before proceeding. It is very important in commercial
kitchen applications that the floor be cleaned daily to remove any oil or grease build up on the flooring to
prevent premature wear.

8. Technical Services
8.1 Technical Assistance
Technical service information and assistance may be obtained by calling Flexco® Customer Service or by visiting

www.flexcofloors.com.

8.2 Samples
Samples may be obtained by calling Flexco® Customer Service or by visiting www.flexcofloors.com.

9. Availability and Cost

Flexco® products are available through Flexco® distributors. Contact Flexco® Customer Service or visit
www.flexcofloors.com for the distributor nearest you.

10. Limited Warranty

Flexco® Corporation manufactures and markets its floor products under the trade name Flexco®. Flexco® Re-
pel™ products are warranted for a period of one year from date of installation to be free of defects in material
and workmanship, and a ten (10) year Limited Wear Warranty, if installed, maintained, and used strictly in accor-
dance with Flexco®’s written instructions and installed with the recommended Flexco® adhesive. Instructions may
be obtained from a Flexco® distributor or by writing Flexco®, Attention: Sales Service Manager, P.O. Box 553,
Tuscumbia, Alabama, 35674. Notice of any defect must be made in writing to Flexco® within thirty (30) days
after buyer learns of the defect. No merchandise is to be returned prior to Flexco®’s inspection and written approval.
Buyer’s sole and exclusive remedy against Flexco® and Dealer for claims arising hereunder for any and all losses
and damages resulting from any cause shall be a pro rata credit based on the period remaining in this Limited War-
ranty toward the purchase of new Flexco® Repel™ product. Replacement credit shall be equal to the proportion
of Limited Warranty time remaining multiplied by the current price of the particular Flexco® Repel™ product.



In no event shall Flexco® be liable for incidental or consequential damages, even if some other provision of this
Limited Warranty is unenforceable. Buyer waives all other claims and remedies of any nature. Flexco® Repel™
rubber products are not for outdoor use. Flexco® shall have no liability whatsoever to Buyer in the event the goods
become defective if such defect is caused in whole or part by cuts, tears, vandalism, fire, willful destruction, dam-
age from high heels, spiked footwear, improper installation, improper maintenance, subfloor and/or substrate ir-
regularities, accidents, natural causes, or acts of God. Flexco® will not be liable for labor costs or lost profits re-
sulting from the use of or inability to use the product. Flexco® will not be liable for labor costs for material that is
installed with obvious defects. Products designated as “seconds”, “mill run”, “non-conforming”, not being of
first quality, are sold as-is and Flexco® makes no warranties whatsoever, expressed or implied, with respect
thereto, including warranties of merchantability or fitness for a particular use. These warranties are expressly in
lieu of any other warranties expressed or implied, including, but not limited to any implied warranty of merchant-
ability or fitness for a particular purpose. By retaining Flexco® ’s merchandise for more than five (5) days after
receipt of such merchandise, Buyer agrees that it accepts the terms of this Limited Warranty and that there are no
warranties or rights beyond those contained herein. All claims must be made in writing and sent to Flexco®, Attn:
Claims Manager, P.O. Box 553, Tuscumbia, Alabama, 35674. All claims for surface defects or variations in color or
pattern must be delivered to Flexco® in writing before the product is installed. Flexco® will not accept the return
of any product without prior written approval of the Flexco® Claims Department.
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