


6.2.4 Terrazzo and ceramic floors

6.2.5 Metal floors

6.3 Adhesive Information
6.3.1 Flexco® 16/86 Multi-Performance Tile and Tread Adhesive

6.3.2 Flexco® 77 Solvent Free Epoxy Flooring Adhesive



grade, or above grade. Flexco® 77 Solvent Free Epoxy Flooring Adhesive must be used for installations in areas
where the stair treads will be subjected to lateral shear stresses and/or rolling loads, installed over metal, other
non-porous substrates, flexing substrates, in areas subjected to topical moisture or other liquids, in areas where the
substrate or flooring is not maintained within the specified temperature range 65° F (19 °C) and 85° F (30 °C). In
addition, Flexco 77 must be used when butting treads (do not leave a gap between treads when butting) with a
minimum of six inches of epoxy adhesive applied on either side of the seam to ensure the seams integrity Spread
coverage using the 1/32” deep x 1/16” wide x 1/32” “U” notch trowel is approximately 185 - 245 square feet (Part
A & B Mixed) per US gallon on a smooth substrate. Coverage will vary according to the type of surface, surface
texture, spreading angle, and adhesive temperature. Note: Over extremely porous or rough concrete, a 1/16”x
1/16” x 1/16” Square notch trowel may be required (125 - 185 sq/ft/gal). Caution: If to much adhesive is applied,
air-bubbles, oozing and telegraphing may occur along with adhesive displacement when the floor is rolled or ex-
posed to rolling loads resulting in loose and unsightly areas. Therefore, test trowel size and flooring prior to instal-
lation to avoid the above noted potential problems. Adhesive is available in 1-quart and 1-gallon pails. Shelf life is
one year @ 70° F (21°C) in an unopened container. Although the adhesive components are non-freezing, the adhe-
sive must be allowed to stabilize to ambient temperature before mixing. Any adhesive on the surface of the tiles or
surrounding area must be removed immediately with a clean cloth dampened with warm soapy water or denatured
alcohol. DO NOT allow the adhesive to cure on the surface of the stair tread or flooring. A bond failure will occur
if the adhesive is not properly mixed. Read all of the product and safety information concerning the adhesive and
any other chemicals or cleaning agents prior to installation. Flexco® 77 Solvent Free Epoxy Flooring Adhesive
Calculated VOC’s according to California Rule #1168: Flexco 77 Part A: < 30 grams per liter of coating. Flexco
77 Part B: < 30 grams per liter of coating.

6.3.3 Flexco® FlexTapeTM

(Must be used with Flexco® 36 Stair Tread Nose Caulking Adhesive)

Flexco® FlexTapeTM is a double-coated high-tack modified polyacrylate adhesive with polyester thread protected
with a heavy-duty treated paper liner for easy release. The reinforcements add dimensional stability and tensile
strength to the adhesive. This tape is non-flammable with no known toxicity and may be disposed of as household
waste. This product is for the indoor installation of Flexco® Vinyl Stair Treads with or without risers. Does Not
use for butting tread installations. Flexco® FlexTapeTM may be used on dry, dust, clean, porous, and some non-
porous substrates on grade or above grade. Flexco 36 Stair Tread Nose Caulking Adhesive must be used in con-
junction with FlexTape. Do not use FlexTape for the installation of butting stair treads. Do not use over existing
adhesive residue of any kind. Nominal roll dimensions: 9.45” wide by 164 linear feet and 1” wide by 164 linear
feet. Use one linear foot of tape for every linear foot of tread and riser. The entire backing of Square Nose Stair
Treads must be completely covered with FlexTape, excluding the 1/2” area of the stair nosing which receives the
nose caulk adhesive (1/2” nose caulk bead required). FlexTape is also to be applied on the remaining downward
portion of the Square Nose stair treads nosings to ensure a secure bond with the riser. When installing stair nosing
directly over risers with FlexTape, the riser portion being covered by the stair nosing must be cleaned first with
denatured alcohol to ensure a successful bond). When applying nose caulking to Round Nose Stair Treads, apply
nose caulk approximately 1/2” inch from the top curvature of the stair nosing completely covering the entire back-
ing of the nosing to achieve a successful bond directly to the steps nosing. Shelf life is two years stored at 700 F
(21°C) in an unopened box. FlexTapeTM is freeze/thaw stable to 5 cycles at 00 F. If frozen, DO NOT use until it
has completely thawed. FlexTapeTM is for indoor use only within the specified temperature range 65° F (19°C)
and 85° F (30°C). Use only in dry areas. Thoroughly clean the backing of each tread, riser and stringer with Dena-
tured Alcohol and allow to dry completely before installing. Always conduct a bond test with FlexTape prior to
installing to determine if a successful bond is being achieved between both the back of the tread, risers and string-
ers and the substrate before proceeding with the installation. Exposure to water, cleaning solutions, sealers, floor
finishes or other liquids will cause an adhesive/double-coated tape failure. Moisture vapor emission when utilizing
FlexTape must not exceed 3 pounds per 1,000 square feet per 24 hours when tested in accordance to ASTM F
1869 and the pH is not to exceed 7. Read all of the product and MSDS literature.

6.3.4 Flexco® 36 Stair Tread Epoxy Nose Caulking Adhesive

Flexco® 36 Stair Tread Epoxy Nose Caulking (stair tread nose filler) is a solvent free, non-flammable, high per-
formance epoxy nose caulking adhesive used for indoor installations of vinyl and rubber stair treads over porous
and non-porous substrates on grade, below grade, or above grade. This adhesive is required for the installation of
all Flexco stair treads, providing support to the “nose” area, particularly on stairs that are badly worn or irregularly



shaped. When applying nose caulking to Square Nose Stair Treads, a 1/2” bead of Flexco® 36 Stair Tread Nose
Caulking Adhesive must be applied to the inner radius of the stair tread so that all voids are filled when the tread is
placed into position. Spread rate using the 13.5 oz. dual cartridge applicator with the required 1/2” bead for the
installation of Square Nose stair treads is approximately 25 linear feet. Spread coverage is approximately 200 lin-
ear feet per US gallon on a smooth substrate. When applying nose caulking to Round Nose Stair Treads, apply
nose caulk approximately 1/2” inch from the top curvature of the stair tread completely covering the entire backing
of the nosing to achieve a successful bond directly to the steps nosing. Coverage will vary according to the type of
surface, surface texture, and adhesive temperature. Adhesive is available in 1-quart and 1-gallon pails and in 13.5
ounce dual cartridges. Shelf life is one year @ 70° F (21 °C) in an unopened container. Although the epoxy com-
ponents are non-freezing, the adhesive must be allowed to stabilize to ambient temperature before mixing. Any
adhesive on the surface of the tiles or surrounding area must be removed immediately with a clean cloth dampened
with denatured alcohol or mineral spirits. DO NOT allow the adhesive to cure on the surface of the tile. A bond
failure will occur if the epoxy is not properly mixed to one consistent color. Read all of the product and MSDS
literature. Flexco® 36 Stair Tread Epoxy Nose Caulking (Stair Tread Nose Filler) Calculated VOC’s according to
California Rule #1168: Epoxy Nose Caulking Part A: < 30 grams per liter of coating. Flexco 36 Part B: < 30
grams per liter of coating.

6.4 Adhesive Application and Product Installation

6.4.1 Flexco® 16/86 Multi-Performance Tile and Tread Adhesive

(Must be used with Flexco® 36 Stair Tread Nose Caulking Adhesive)

Read all installation, product limitations/precautions, and maintenance literature before proceeding. Must have
adequate ventilation. Repair worn or damaged steps with a manufacturer’s approved Portland cement based under-
layment with a minimum compressive strength of 3500 PSI to ensure a smooth, level, structurally sound substrate.
Stair tread and risers must be trimmed to fit each step and dry laid prior to applying adhesive. It is the installer’s
responsibility to inspect and dry lay each product to make sure there are no imperfections, irregularities, or color
variations prior to installation. If any imperfections are found, it is the installer’s responsibility not to proceed with
the installation and contact the appropriate authority. Since each step can very slightly in width, depth and square-
ness, each individual stair treads and riser must be cut only for the step/rise to which it is being applied. For both
individual stair tread and riser installations, first measure the width of the step and mark the center point with a
pencil on riser indicating the center of the step. Then measure the length of the stair tread and mark the center
point at the where the tread meets the riser. Caution: An adjustment to the tread centerline may be necessary to
compensate for length required to ensure proper pattern match. Before cutting the treads, check to ensure the
proper pattern match is acceptable. Tightly position the stair tread on the step with the right hand side fitted against
the stringer. Using a set of dividers, extended the pointers across the two centerline marks previously made and
increase the dividers length no more that 1/16” to allow for an expansion area. Next, move to the right hand side of
the step. Place one pointer tightly against the stringer and the pointer on the tread or nosing. Starting at the back
edge of the tread, pull the dividers forward, keeping the pointer tightly in contact against the stringer while push-
ing downward force to scribe the tread. Use either a utility or linoleum (hook blade) knife to cut the tread. Reposi-
tion the tread on the left hand side of the step and follow the exact same procedures to trim the left side of the tread
or nosing. After both the left and right hand sides of the tread have been trimmed and fitted, fit the tread to the
depth of the step, set scribe to width of a two-by-two board. For best results use a divider or bar scribe. Put the
two-by-two board inside the nose of the tread with the bottom of tread down toward the step and push firmly
against the nose of the step. When scribing the tread, ensure the scribe is perpendicular to the riser or other surface
to which the tread is being scribed. Cut the tread along the scribe mark. Make all cuts so that the bevel of the cut is
to the inside. Dry fit the tread, and then make any necessary adjustment. Caution: Cutting the tread too long and/or
too deep for the step will cause buckling of the tread nosing and/or the tread nose to protrude beyond the step nos-
ing, which will cause nose cracking. For installing risers, follow the same instructions listed for stair tread installa-
tions. The riser’s height should be cut to under-lap the tread nose and should be approximately 1/4” from the top of
the steps nosing. DO NOT allow the riser to extend above the steps nosing, as this will cause the stair tread’s nose
to extend beyond the nose of the step resulting in cracking of the tread nose. Risers and treads should be installed
on an alternating basis, first a riser, then a tread, starting with the bottom riser on the fight of steps. Flexco stair
treads are not recommended for end butting, unless specifically ordered. For installations requiring butting treads,
the treads must be specially order from the factory. Flexco will make the necessary manufacturing changes to en-
sure butting installation requirements. Butting tread installation must be installed with a minimum of six inches of
epoxy applied on either side of the seam (12” total) to ensure the seams integrity. DO NOT leave any seam gaps



when butting tread. DO NOT flex or bend treads with carborundum strips. Cut carborundum strips at least 1/8”
from edge of treads. If stringers are being installed, first measure the width of the step and use a non-staining
building felt to make a pattern for the stringer. Pre-cut and fit the stringers and risers prior to installing with
Flexco® 16/86 Multi-Performance Tile and Tread Adhesive since each step on a staircase can vary in width,
depth, and squareness. If it is required to adhere the tread nosing to the under step, ensure the inside of the nosing
and the respective portion of the riser are sanded and clean. On adjustable nose treads, a high quality contact adhe-
sive can be used on the inside nose face and riser interface to secure the nose at the proper angle Pre-cut and fit the
treads prior to spreading adhesive. Scribe and fit treads to the proper step depth and length. DO NOT use fans to
expedite the drying of adhesive. Apply Flexco® 16/86 Multi-Performance Tile and Tread Adhesive onto the sub-
strate using a 3/32” x 3/32” x 3/32” V-notch trowel. For two-surface applications (substrate and tread) apply adhe-
sive to both the back of the tread and step using a 1/32” x 1/16” x 1/32” “U”- notch trowel Coverage will vary
according to the type of surface, surface texture, spreading angle, and adhesive temperature. Starting 1/4” from the
step nose, spread the adhesive evenly using the recommended trowel notch noted in the adhesive section, leaving
no puddles of adhesive. DO NOT allow Flexco® 16/86 Multi-Performance Tile and Tread Adhesive to come in
contact with the portion of the step nosing where Flexco® 36 Stair Tread Nose Caulking Adhesive will be applied.
Caution: Spreading adhesive on a large number of steps and treads could possibly allow the adhesives to cure or
setup before the treads are installed which would result in a bond failure. For porous substrates, allow the adhesive
to “flash off” for approximately 10 minutes before installing the tread, however do not allow adhesive to dry or
skin-over. On non-porous substrates, allow the adhesive to flash-off longer, but do not allow adhesive to dry or
skin-over. Caution: Open time and curing characteristics will vary upon the type of substrate, substrate tempera-
ture, ambient temperature, humidity, and proper conditioning of the adhesive. Allowing the adhesive to remain
open too long will result in a bond failure. Flexco® 36 Stair Tread Nose Caulking Adhesive consists of two units,
Part A (epoxy resin) and Part B (hardener). DO NOT mix partial units of this adhesive, because the ratio of Part A
to Part B is not 1:1. Open the two units and pour all of Part B into Part A. Mix the combined parts with the fur-
nished paddle using a rotary motion while at the same time lifting from the bottom. A slow speed, 200 RPM maxi-
mum drill with an attached mixing paddle may also be used. Mix thoroughly 4 minutes, ensuring that the adhesive
is uniform in color with no streaking. If utilizing Flexco® 36 Stair Tread Nose Caulking Adhesive dual cartridges
simply remove cap and insert the special mixing and applicator tip. No hand or drill mixing is required. Caution:
Higher mixing speeds and/or longer mixing time will reduce the open time and can cause premature curing of the
adhesive; however, if not mixed long enough, the adhesive will not properly cure. Once mixed, the epoxy nose
caulking must not be allowed to remain in the mixing container since the chemical reaction will be hastened, caus-
ing the adhesive to prematurely cure or set up which would render the adhesive unusable. Immediately after mix-
ing, pour the epoxy adhesive on cardboard or similar material and apply the adhesive to the tread nose before the
epoxy sets up. Whether using a spatula or dual cartridge applicator, apply a 1/2” bead of Flexco® 36 Stair Tread
Nose Caulking Adhesive to the inner radius of Square Nose Stair Treads so that all voids are filled when the tread
is placed into position. When applying nose caulking to Round Nose Stair Treads, apply nose caulk approximately
1/2” inch from the top curvature of the stair tread completely covering the entire backing of the nosing to achieve a
successful bond directly to the steps nosing. Notice: The use Flexco® 36 Stair Tread Nose Caulking Adhesive
dual-cartridge and disposable mixing nozzle with Flexco’s recommended applicator gun is recommended so that
the premature curing of the epoxy prior to application to the nose is virtually eliminated. When cartridges are util-
ized, no additional mixing is necessary, since all the mixing is done within the special applicator nozzle. Any re-
maining epoxy in the cartridge, that is not used, can be saved for use at a later date by removing the disposable
nozzle and capping the cartridge. Caution: The nose caulking is not to be buttered on the step or riser. This is ex-
tremely important on treads with adjustable noses. After the adhesive and nose caulking have been applied, place
the tread nose onto the step nose using even pressure. The nose of the tread is to fit tightly against the nose of the
step. Place the remaining portion of the tread into the adhesive on the step. After the first tread has been put into
place, remove the tread and inspect the step nose for adequate adhesive transfer to ensure that the 1/2” bead
(required for Square Nose Treads) or the entire stair nosing (required for Round Nose Treads) is sufficient to fill
all voids and irregularities along the step nosing and to ensure a successful bond. If there are missing or light spots
of adhesive along the step nosing, increase the amount of nose caulking until all voids are filled. Replace the first
tread after applying additional nose caulking in the inner radius of tread nose for Square Nose Treads, and the en-
tire nosing for Round Nose Treads. If all step nosings have the same wear, the same amount of nose caulking
should be used on the remaining treads. Forcing incorrectly sized treads into smaller areas will cause buckling of
the tread and/or the tread nose to protrude beyond the step nosing, which will result in nose cracking. Work off the
treads to avoid shifting and to also not track adhesive onto the surface of the treads. Caution: DO NOT kneel on or



against the tread nosings. Immediately remove excessive wet adhesive with a soft, clean cloth dampened with min-
eral spirits. Follow the recommended safety practices. Periodically, lift the tread to check for proper adhesive
transfer. There should be at least 100% coverage of stair tread adhesive on the back of the tread and 100% cover-
age of the epoxy nose caulking in the tread nosing. Observe the stair tread adhesive and the epoxy nose caulking
adhesive to ensure that the adhesives have not surpassed their open time and have not begun to cure. Roll and
cross roll each tread against the step substrate with a J-type roller within 15 minutes after the tread has been in-
stalled. Caution: DO NOT roll the tread nose. Rolling the tread nose will squeeze out the epoxy nose caulking. The
rolling time may need to be adjusted to climatic conditions. Conduct a visual inspection during the rolling process
to ensure there has been no shifting of the treads and that there is no adhesive on the surface of the tread. DO NOT
wait until the entire installation is completed before rolling as the adhesive may have surpassed the open time and
be cured. Roll and cross roll a second time with a J-type roller approximately 30 minutes after the initial rolling.
Notice: If the tread slips forward causing an air space at the nose, cracking at the nose will eventually occur. At the
top of the stairs, cut the final tread off along the back of the design and dry fit it on the landing. Ensure that the
color match of the tread and landing tile is acceptable. If needed, install Flexco’s Sub-Floor Leveler on the landing
and butt it up to the end of the tread to ensure that the tile on the landing and the top stair tread will be the same
level where they meet. If necessary, sand the final tread from the back to create a smooth, level fit with the landing
tile. Install the final tread and landing tiles. There is to be no foot traffic on the treads for at least 48 hours and no
wheeled conveyances for at least 3 days. Do not clean stair treads or other associated products for 72 hours. Al-
lowing traffic on the treads before the adhesive hardens will cause the treads to slip forward creating an air space
at the nose, which will cause cracking of the nose at a later date. Protect treads against mars, indentations and other
damage. Do not flood the stair treads during cleaning, which will have an adverse effect on the adhesive and nose
filler used resulting in a failure.

6.4.2 Flexco® 77 Solvent Free Epoxy Flooring Adhesive

(Must be used with Flexco® 36 Stair Tread Nose Caulking Adhesive)

Read all installation, product limitations/precautions, and maintenance literature before proceeding. Flexco® 77
Solvent Free Epoxy Flooring Adhesive and Flexco 36 Epoxy Nose Caulking Adhesive for either individual or
combination installations of both Vinyl Stair Tread & Riser. Flexco® 77 Solvent Free Epoxy Flooring Adhesive is
a solvent free, non-flammable, high performance epoxy adhesive for indoor installations over porous, metal and
other non-porous or flexing substrates, on grade, below grade, or above grade. Flexco® 77 Solvent Free Epoxy
Flooring Adhesive must be used for installations in areas where the stair treads will be subjected to lateral shear
stresses and/or rolling loads, installed over metal, other non-porous substrates, flexing substrates, in areas sub-
jected to topical moisture or other liquids, in areas where the substrate or flooring is not maintained within the
specified temperature range 65° F (19 °C) and 85° F (30 °C). In addition, Flexco 77 must be used when butting
treads (do not leave a gap between treads when butting) with a minimum of six inches of epoxy adhesive applied
on either side of the seam to ensure the seams integrity Spread coverage using the 1/32” deep x 1/16” wide x 1/32”
“U” notch trowel is approximately 185 - 245 square feet (Part A & B Mixed) per US gallon on a smooth substrate.
Coverage will vary according to the type of surface, surface texture, spreading angle, and adhesive temperature.
Note: Over extremely porous or rough concrete, a 1/1 6”x 1/16” x 1/16” Square notch trowel may be required (125
- 185 sq/ft/gal). DO NOT mix partial units of this adhesive, because the ratio of Part A to Part B is not 1:1.
Flexco® 77 Solvent Free Epoxy Flooring Adhesive is packaged in two separate containers marked Part A (epoxy
resin) and Part B (polyamide resin hardener). Remove the lids and add all of Part B into Part A. Mix the combined
parts with the furnished paddle using a rotary motion while at the same time lifting from the bottom. A slow speed,
200 RPM maximum, drill with an attached mixing paddle may also be used. Mix 4 minutes. After mixing, there
should be no streaking. Caution: Higher mixing speeds and/or longer mixing time will reduce the open time and
can cause premature curing of the adhesive. Adhesive will not cure if not properly mixed. DO NOT allow the
mixed adhesive to stand in the container. Immediately after mixing, pour the contents onto the porous substrate
and immediately spread the adhesive evenly using a 1/32” x 1/16” x 1/32” square “U” notch trowel, being careful
to leave no puddles of adhesive. Note: Over extremely porous or rough concrete, a 1/16” x 1/16” x 1/16” Square
notch trowel may be required. Caution: If to much adhesive is applied, oozing at seams, air-bubbles and telegraph-
ing may occur along with adhesive displacement when the tread is rolled or subjected to rolling loads resulting in
loose or unsightly areas If the substrate has been shot blasted, a rough underlayment has been applied, or the sub-
strate is extremely porous, additional adhesive may have to be purchased to ensure proper adhesive coverage. Cau-
tion: Spreading adhesive on a large number of steps and treads could possibly allow the adhesives to cure or setup
before the treads are installed which would result in a bond failure. Caution: Allowing the adhesive to remain open



too long will result in bond failure. When installing stair treads, use a kneeling board, or for best results, work off
the stair treads whenever possible to avoid shifting and to also not track the epoxy adhesive onto the flooring. For
Flexco 36 Stair Tread Nose Caulking Adhesive application instructions for both Round Nose and Square Nose
Stair Treads, including riser installation instructions and cautions, refer to section 6.4.1 for complete details before
proceeding.

6.4.3 ADA Installation Instructions

For ADA or specified installations requiring stair tread nosing and risers to be scribed for a flush fit, first follow all
installation guidelines, instructions and cautions noted within this document. Starting with the first riser on the
flight of steps, first trim both the stair tread and riser and position the nose directly over the riser. Then carefully
scribe a line on the riser using the stair nosing as a guide. Once scribed, trim the riser so it butts directly against the
stair treads nosing for a tight fit. Continue scribing the stair treads nosing and risers for the remaining steps. Use
the appropriate adhesive and required Flexco® 36 Stair Tread Nose Caulking Adhesive only over recommended
substrates listed in this document. Flexco Color-Matched Caulk is available to coordinate with colors in FlexTones
color matching system, which is ideal for touch-ups. If unsure the desired appearance attempting is being achieved
(overlap nosing/riser vs. scribed fit), first check with the facility owner, general contractor or architect before pro-
ceeding. Follow all state and local guidelines.

7. Product Maintenance

7.1 Initial Maintenance

7.1.1 Liquid/Solution Cleaning

These procedures only apply to Flexco Vinyl Stair Treads. Please choose the correct procedure/procedures pertain-
ing to your specific installation. Treads from other manufacturers are likely to have different composition. Read
the manufacturers recommendations, procedures and cautions before applying. Always test a small area first to
ensure the desired results are achieved before proceeding. The first month after the installation of Flexco Vinyl
Stair Treads should be used as a test period to assess the best procedure for continued maintenance. Insufficient
cleaning and maintenance will reduce the wear life and appearance of the Stair Treads. DO NOT scrub or mop the
treads for at least 72 hours after the installation is complete to allow Flexco’s recommended adhesives, FlexTape
and #36 Epoxy Caulking Compound to properly cure. Remove any covering that may have been used to protect
the floor. For initial maintenance, first vacuum then use a mild, neutral (pH 7 to 8) cleaner like Spartan Chemical’s
Damp Mop or Spartan Chemical’s Green Solutions Neutral Disinfectant Cleaner (800-537-8990 or
www.spartanchemical.com ) to clean the Stair Treads. Follow the manufacturer’s recommendations for dilution
and use. DO NOT use highly alkaline, highly acidic, or solvent-based cleaners. Apply the diluted cleaning solution
to the Stair Treads with a soft-bristled deck brush (required for textured and raised design treads) or nylon mop for
smooth surfaces. DO NOT flood the floor or scratch during application. Allow the cleaning solution to stand for
approximately 10 to 15 minutes; however, DO NOT allow the solution to dry or work its way beneath the Stair
Treads resulting in an adhesive and ECC Epoxy Nose Caulking failure. Scrub the stair treads in both directions
with a soft-bristled deck brush or a hand-held 1 75-RPM maximum scrubbing machine with an attached soft-
bristled nylon brush (required for textured and raised design treads) or nylon mop for smooth surfaces. Rinse with
clean, cool water, remove the water, and allow the stair treads and flooring to dry thoroughly, normally 3 to 4
hours before exposing to traffic. Ensure the deck brush or scrubbing machine does not scratch the stair treads or
flooring and do not heel the scrubbing machine. Follow the manufacturer’s recommendation for dilution, use and
special precautions and warnings. Do not allow solution to dry or the scrubbing machine or brush to scratch the
Stair Treads or damage the abrasive strips. Abrasive strips should only be dry brushed and/or vacuumed, and no
sealer, water or finish of any kind is to come in contact with the abrasive strips. DO NOT flood the Stair Treads
when cleaning and do not allow the cleaning solution, sealer or water to work its way beneath the Stair Treads
which can result in either/or an adhesive and ECC Epoxy Nose Caulking failure. Wet vacuum or mop up the resi-
due. Rinse with clean, cool water, remove the water utilizing a wet vacuum or mop, and allow the Stair Treads to
dry thoroughly. Caution: When wet, stair treads and flooring will become slippery; therefore, use the appropriate
warning signs on the floor to eliminate foot or other traffic.

7.1.2 Dry Buffing

DO NOT dry buff the Stair Treads for at least 48 hours after the installation is complete to allow the recommended
Flexco’s adhesives, FlexTape and #36 Epoxy Caulking Compound to properly cure. Dry buffing should be per-
formed on a routine basis to maintain the surface luster. DO NOT dry buff until the treads have been thoroughly



cleaned and allowed to completely dry. Hand buff with a soft polishing brush or use a single disc 175 - rpm maxi-
mum hand-held buffing machine, designed for use on stair treads (polishing brushes required for textured and
raised design treads) with an attached soft polishing brush or a 3M 4100 White Super Polish Pad for smooth sur-
faces. Polish treads in both directions. Ensure the polishing brushes do not scratch the stair treads, flooring or dam-
age abrasive strips. DO NOT heel the buffing machine. Abrasive strips should only be dry brushed and/or vac-
uumed.

7.2 Regular Maintenance and Optional Sealer or Floor Finish Application

7.2.1 General Information

Insufficient cleaning will reduce the wear life and the appearance of the stair treads. The amount of maintenance
required is directly related to the amount and type of traffic and type of particulates deposited on the floor. There
are several alternative maintenance systems available from Spartan Chemical (800/537-8990) if a sealer, satin
sheen or high gloss finish is desired. Spartan Chemical currently recommends Dura Prime for sealing or Dura
Gloss or Green Solutions Floor Seal and Finish. When applying either sealers or finishes, product must be applied
in both directions when applying to textured or raised design treads. Caution: Applying sealers or finishes will
darken the stair treads original color. When applying sealers or finishes always check first for compatibility, bond-
ing and stair tread color darkening on a scrap piece of stair treads to ensure the desired results and appearance is
achieved. The floor care product manufacturer will assist you in determining the best maintenance program. DO
NOT use highly alkaline, highly acidic, or solvent-based cleaners. Caution: Some germicides, disinfectants, clean-
ing agents, floor maintenance products, and pesticides may stain or damage the surface of vinyl stair treads; there-
fore, test the products to ensure they will not stain or damage the tile. Spills of any type must be removed immedi-
ately to help prevent staining or permanent damage. Contact Flexco Customer Service to obtain information con-
cerning stain resistance to various chemicals and products. DO NOT use sweeping or cleaning agents containing
oil or solvents. DO NOT use treated mops and thoroughly clean new mops before use. DO NOT use kerosene,
gasoline, naphtha, or other solvents on vinyl stair treads or vinyl flooring. DO NOT use varnish, shellac, paste
wax, paint, or other substances that could discolor or damage the stair treads or flooring. Caution: The use of floor
finishes or sealers may reduce the slip resistant properties of the stair treads and flooring. Flexco Floors will not be
held liable for finishes or sealers applied directly to stair treads causing them to become slippery and/or reducing
the stair treads slip resistance! Caution: When wet, stair treads and flooring will become slippery; therefore, use
the appropriate warning signs on the floor to eliminate foot or other traffic. After a period of time, the build up of
floor finish or sealer will need to be removed. Currently, Spartan Chemical recommends LOE Stripper or Green
Solutions Floor Finish Remover. Caution: Contact Spartan Chemical before applying products to verify recom-
mendations for stripping vinyl stair treads or flooring. Some strippers may have an adverse effect on vinyl stair
treads and flooring. Always test first to ensure the treads are not effected and the desired results can be achieved
prior to applying strippers of any kind.

7.2.2 Liquid/Solution Cleaning

Sweep, dust mop, or vacuum the stair treads and flooring to remove dirt and other particulates. Use a mild, neutral
(pH 7 to 8) cleaner such as Spartan Chemical’s Damp Mop or Spartan Chemical’s Damp Mop Green Solutions
Neutral Disinfectant Cleaner to clean the stair treads and flooring. Follow the manufacturer’s recommendations for
dilution and use. Apply the diluted cleaning solution to the Stair Treads with a soft-bristled deck brush (required
for textured and raised design treads) or nylon mop for smooth surfaces. DO NOT flood the floor. Allow the clean-
ing solution to stand for approximately 10 to 15 minutes; however, DO NOT allow the solution to dry. Scrub the
stair treads in both directions with a soft-bristled deck brush or a hand-held 1 75-RPM maximum scrubbing ma-
chine with an attached soft-bristled nylon brush (required for textured and raised design treads) or nylon mop for
smooth surfaces. Ensure the brush does not scratch the stair treads or flooring. Wet vacuum or mop up the residue.
Rinse with clear, cool water, remove the water, and allow the stair treads and flooring to dry thoroughly, normally
3 to 4 hours before exposing to traffic.

8. Technical Services

8.1 Technical Assistance

Technical service information and assistance may be obtained by calling Flexco® Customer Service or by visiting
www.flexcofloors.com.



8.2 Samples
Samples may be obtained by calling Flexco® Customer Service or by visiting www.flexcofloors.com.

9. Availability and Cost
Products are available through Flexco® distributors. Contact Flexco® Customer Service or visit
www.flexcofloors.com for a list of distributors.

10. Limited Warranty

Flexco® Floors manufactures and markets its product under the trade name Flexco Vinyl Stair Treads is warranted
for a period of one (1) year from date of installation to be free of defects in material and workmanship and a five
(5) year limited wear warranty if installed, maintained, and used strictly in accordance with Flexco’s written in-
structions and installed with the recommended Flexco 16/86 Multi-Performance Tile and Tread Adhesive or the
Flexco® 77 Solvent Free Epoxy Flooring Adhesive and Flexco® 36 Stair Tread Epoxy Nose Caulking Adhesive.
This Limited Warranty only applies to Flexco Vinyl Stair Treads / Nosings subjected to normal wear, less than
0.004” of stair tread / nosing material worn away per year, and traffic conditions and used in the conditions for
which they are designed. Flexco will not warranty Vinyl Stair Tread products against fading or discoloration when
exposed to direct sunlight or indirect sunlight. This Limited Warranty only applies to Vinyl Stair Treads which has
been installed, maintained, and used strictly in accordance with Flexco’s written instructions and is valid only un-
der normal wear and traffic conditions in a use for which it was designed. Instructions may be obtained from a
Flexco Authorized Distributor or by writing Flexco®, Attention: Sales Service Manager, P.O. Box 553, Tuscum-
bia, Alabama, 35674. Notice of any defect must be made in writing to Flexco within thirty (30) days after buyer
learns of the defect. No merchandise is to be returned prior to Flexco’s inspection and written approval. Buyer’s
sole and exclusive remedy for breach of this Limited Warranty shall be a pro rata credit, based on the period re-
maining in this Limited Warranty, toward the purchase of new Vinyl Stair Tread, or in the event Vinyl Stair
Treads are not available, other similar or equal Flexco Vinyl Stair Treads. Replacement credit shall be equal to the
proportion of Limited Warranty time remaining multiplied by the current price of Vinyl Stair Tread or the last
price if Vinyl Stair Treads are not available. In no event shall Flexco be liable for incidental or consequential dam-
ages, even if some other provision of this Limited Warranty is unenforceable. Buyer waives all other claims, and
remedies against Flexco, whether statutory, based in common law or in equity, and including, but not limited to,
direct, indirect, special, incidental, and consequential damages. In order to use this Limited Warranty, Buyer must
present this Limited Warranty and proof of time of purchase to Buyer’s Flexco representative. Flexco shall have
no liability whatsoever to Buyer in the event the goods become defective if such defect is caused in whole or part
by cuts, tears, vandalism, fire, willful destruction, improper installation, or improper maintenance, accident or act
of God. This Limited Warranty is valid only if Vinyl Stair Treads are installed pursuant to the Limited Warranty,
using Flexco’s recommended adhesives and nose caulking. These warranties are expressly in lieu of any other
warranties expressed or implied, including, but not limited to any implied warranty of merchantability or fitness
for a particular purpose. By retaining Flexco’s merchandise for more than five (5) days after receipt of such mer-
chandise, Buyer agrees that it accepts the terms of this Limited Warranty and that there are no warranties or rights
beyond those contained herein. Vinyl Stair Tread are not designed for use in or near commercial kitchens. Read
the Vinyl Stair Tread Data information concerning Product Limitations, Installation, and Maintenance available
from a Flexco Distributor or Flexco Customer Service Representative.
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