Rubber Stair Tread
#201 RIBBED LIGHT-DUTY ROUND NOSE TREAD

MANUFACTURER
FLEXCO Floors
1401 East 6th Street
Tuscumbia, AL 35674
1602 N. Union Street
t: (800) 633.3151
E-mail: sales@flexcofloors.com
Internet: www.flexcofloors.com

PRODUCT DESCRIPTION
Flexco Rubber Stair Treads are specifically designed for use on all interior stairs, including pan-filled concrete and wood steps. Flexco Rubber Stair Treads are made from specially formed compression-molded high-grade synthetic rubber compound and is non-conductive. Each Product is also a solid, homogeneous and resilient rubber stair tread.

Tread Lengths: 36", 42", 48", 54", 60", 72"
(Optional) Safety Strip Width: One 2" (50.8 mm) insert
Safety Strip Spacing: ~3/4" (19 mm) From Nose
Safety Strip Material: Carborundum, Ribbed or Smooth
Coordinating Landing Tile: N/A
Weight per Lineal Foot: 1.25 lbs.
Treads Per Carton: 10

TECHNICAL DATA
ASTM F2169-Resilient Stair Treads: Type TS, Class 1 & 2, Group 1 & 2, Grade 1
ASTM E648 (NFPA 253) - Critical Radiant Flux: Class I, > 0.45 W/cm²
ASTM E662 (NFPA 258) - Smoke Density: Passes, <450
CAN/ULC-S102.2 - Surface Burning: FSR 115, SDS 275
ASTM F925 - Chemical Resistance: Passes
ASTM D2047 - Slip Resistance: >0.6
ASTM F1514 - Heat Stability: Passes
Acclimation Time: 48 Hours
Storage & Acclimation Temperature: 65 ° - 85 ° F

INSTALLATION
All materials are to be delivered to the installation location within 48 hours of installation in its original packaging with labels intact. Store products in a dry area protected from the weather with temperatures maintained between 65° F (19°C) and 85° F (30°C). DO NOT stack pallets. Remove all plastic wrapping and strapping from the pallets and un-box all material in the installation area at least 48 hours prior to installation. Stair Treads must be stored horizontally and placed on a smooth, level, dry surface, which supports the entire width of the stair treads. Ensure substrate is suitably prepared prior to installation.

Approved Adhesives for Installation
AW-510 Acrylic Wet-Set Adhesive
EN-610 Epoxy Nose Filler Adhesive
C-630 Contact Adhesive
TP-620 Pressure Sensitive Tape
MS-700 Modified Silane Adhesive
EW-710 Epoxy Wet-Set Adhesive

PRODUCT MAINTENANCE
Refer to Flexco Rubber Stair Tread Care and Maintenance information for detailed instructions

LIMITED WARRANTY
Limited Three (3) Year Wear Warranty on Light Duty Stair Treads and a 5 year Limited Warranty on all Heavy Duty Stair Treads. For additional information, see associated Warranty documents.

*For complete adhesive, installation & maintenance and warranty information, visit www.flexcofloors.com

#201 Ribbed Light-Duty Round Nose Tread
Nose Type: Round
Nose Length: 1 3/8" (39.43 mm)
Leading Edge Thickness: 1/8" (3.2 mm)
Back Edge Thickness: 5/64" (2 mm)
Tread Depth: 12 1/4" (311.15 mm)